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10.4" panel monitor,  IP-65, capacitive touch,

1024x768, VGA, HDMI, 12VDC, 350 nits,
Alominiumkabinet

 

 FEATURES  

 

10.4”  LCD-skærm
Opløsning:  1024x768
350  Nits
​IP65  front
Alominiumkabinet
Touch  -  Capacitive  (USB)
1  x  VGA
1  x  HDMI
Panel-montering  og  VESA75
Display  dimensioner:  210,4  x  157.8mm
110-230VAC,  12VDC

 



MON10.4-P+T

Danbit  A/S  Værkstedsvej  39  Køge,  4600  Denmark +45  56662020 salg@danbit.dk

For  business  customers  only  (B2B).  Prices  exclude  VAT.  We  reserve  the  right  to  correct  errors  and  make
changes.

 

 SPECIFICATIONS
Driftstemperatur : 0-50  grader

Forsyning : 12V  DC  input  (2.5ψ)  with  external  AC-DC  Adapter  (100V~240V)

I/O : 1  x  VGA,  1  x  HDMI

Kontrast : 1200:1

Lyd : Audio  line  in  (3.5mm)  +  Speaker  x2

OSD : 5  Keys:  -  ,  +  ,  Power  ,  Esc  ,  Enter

Skærm : 10.4  tommer,  210.4  x  157,8  mm

Touch : USB  capacitive  touch


