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51/4" RAID system til 2x 2½” HDD / SSD SATAIII, RAID
1  

 FEATURES  

 

RAID  1/0  controller
51/4  "
Tilslutning:  SATA  III  (6.0Gbps)
Plug  and  Play,  Italien  Hot-Swap  og  Auto  Genopbyg
4cm Silent  Kraftig  Cooling  Fan
RAID  1/0
ARAID  SMART  overvågning  software
​Planlagt  backup​ ​
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 SPECIFICATIONS
Forsyning : (without  HDD):  approx.  5.14W ~  7.32W (  Dual  Power  (Traditional  Large  4-pin

Power  Socket  x  1  &  SATA  Power  Socket  x  1)

Interface : SATA lll (6.0Gbps), compatible with SATA ll (3.0Gbps) 2.5 inch SATA III (6Gbps)
x  2

Køling : 4cm powerful  and  silent  cooling  fan

LCD : Displays  status  of  system,  hard  drive,  cooling  fan  and  temperature
information

LED : Shows  hard  disks  READ  or  WRITE  status

OS  SUPPORT : Windows,  Linux,  Mac,  Solaris,  SCO  Unix,  NetWare,  DOS  etc.

Switch : Mirror-on-Demand  function,  rebuild  disk  manually,  which  can  protect  standby
hard  disk  accidental  data  deletion  and  anti-virus  function

Tilbehør :
ARAID  M500  x  1  RS232  to  USB  Cable  x  1  RS232  External  Cable  x  1,  RS232
Internal  Cable  x  1  Accessory  bag  (Chassis  screws  x  8,  HDD  tray  screws  x  8,
Keys  x  4)  CD  disk  (  ARAID  Eye,  ARAID  SNMP,  ARAID  SMART  utilities)  User
manual

Dimensioner : Internal  Model:  standard  5.25”  drive  bay  x  1.  146mm(W)  x  165mm(D)  x
43mm(H)


