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CNV-AV-HDMI4K

Komposit til HDMI | HD & 4K-opskalering, 3xRCA AV
CVBS Composite S-Video R/L Audio S-VHS
FEATURES

Composite AV / RCA /S-Video Adapter til HDMI
Opskalere til 4K

4K@60Hz, 4K@30Hz, 1080P@60Hz, 720P@60Hz.
Automatisk PAL og NTSC skifte

5VDC / 1A inkluderet
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CNV-AV-HDMI4K

SPECIFICATIONS

Driftstemperatur

Forsyning

0°C ~ 40°C

Human Body Model: £ 8kV (air-gap discharge), = 4kV (contact discharge)
5V / 1A DC Power Supply Adaptor

CVBS / S-Video input: PAL, NTSC3.58, NTSC4.43, SECAM, PAL/M, PAL / N
standard TV formats

HD Output Resolution: 4Kx2K@60Hz, 4Kx2K@30Hz, 1080P@60Hz,
720P@60Hz.

Input ports: 1 * RCA (Yellow, White, Red), 1* S-Video, 1 * Mini USB Output
ports: 1 * HD

1 * AV / S-Video to HD 4K * 2K Scaler Converter 1 * 5V / 1A DC Power Supply
Adaptor 1 * English User Manual
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