CNV-AV-HDMI

Composite video til HDMI konverter, 1080p med
scaler, med lyd, phono stik
FEATURES

CVBS Composite video og lyd til HDMI konverter
NTCS/PAL kompatibel

Omskifter mellem oplgsning pa 720 pixel og 1080
pixel - scalering

3 x phono (RCA) til 1 x HDMI hun

Lydindgang med RCA tilslutning (phono) - tilkgb
evt. BNCF-PHONOM stik

Stereo LR Audio Input

HDMI Qutput  Switch to NTSC

HDMI output: 1080p@60Hz, 720p@60Hz
Mal: 66 x 55 x 20 mm

Mini USB - USB kabel 0.5m medfglger — e
Plug Play ingen driver CVBS video Input
HDMI 1.2 kompatibel 11

11
S (ow)

CABLE BOX BLU RAY/DVD

™

GAME CONSOLE PCiLaptop
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CNV-AV-HDMI

SPECIFICATIONS

Forsyning
Composite input: PAL, NTSC3.58, NTSC4.43, SECAM, PAL / M, PAL / N

Mini USB - USB 0,5m included

HDMI o 80p / 60Hz, 720p / 60Hz

85¢g

Dimensioner 66mm x 55mm x 20mm (D x B x H)
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