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EPC-BT-IP67+

Robust IP67-klassificeret Fanless Edge Al-system med
NVIDIA® Jetson Xavier™ NX, HDMI, 1 GbE PoE, USB
-30°C til +50°C

FEATURES

IP67-klassificeret design, specielt til udendgrs

miljger

NVIDIA® Jetson Xavier™ NX med Volta™ GPU-

arkitektur med 384 NVIDIA CUDA®-kerner PREFERRED
Hgj Al-computerydelse til GPU-accelereret nvioi | PARTHER
behandling

8 GB RAM

1 x C3 USB 2.0

1 x M12 Ethernet

1 x C3 HDMI

4 N-jack-antenneabninger med vandtaet design

Har M12 lasbare 1/O'er

1 |IEEE 802.3at GbE PoE (30W)

-30°C til +50°C driftstemperaturomrade

100 til 240 VAC bred vifte stremindgang med 10kV
overspaendingsbeskyttelse

OS understgtter Linux Ubuntu 18.04
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6-core NVIDIA Carmel ARM® v8.2 64-bit CPU 6 MB L2 + 4 MB L3
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SPECIFICATIONS

OPTION: Wall mount VESA mount

1 x Full-size PCI Express Mini Card slot (USB + PCI Express signal)

Onboard 16GB eMMC (via Jetson Xavier™ NX) 1 x M.2 Key B 2242 with PCle
x2 NVMe SSD slot

1 x C3 HDMI with FHD supported
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