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HDMI Audio Splitter - HDMI input with HDMI Loop Out.

Audio out via 3.5mm stereo jack. SPDIF AUDIO
(Toslink).  5.1CH

 

 FEATURES  

 

HDMI  Audio  Extractor
Pulls  audio  out  of  HDMI  stereo  /  5.1CH
1  x  HDMI  input
1  x  HDMI  loop  out  output
1  x  Audio  /  audio  3.5mm jack
1  x  Sound  /  Tosilink
Analog  stereo  audio  signal  to  headphone  or  audio
amplifier
Digital  audio  (optical)  for  TOSLINK
2  CH  stereo  or  5.1  CH  Dolby  Digitlal
HDMI  with  EDID
Powered  via  the  USB  port
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 SPECIFICATIONS
Operating  Temp. : -15  to  +55°C

Andet : HDCP1.4

HDMI : HDMI1.4b

Indgang : HDMI  Up  to  3840x2160@30Hz;  4096x2160@30Hz

Input : DC  +5V  max  500mA

Luftfugtighed : 5  to  90% RH(NO  Condensation)

Lyd : 1  x  3.5mm Analog  Audio  Output,  1  x  SPDIF/Tosilink  Output

Udgange : HDMI  2160p@30Hz/1080p@50/60Hz/1080i/720p/1576i/480p/480i

Weight : 61g

Dimensioner : 58  x  53  x  21.9  mm


