ETH-PCIE4-R)J45

PCl Express Quad Port Gigabit Ethernet lan card Intel
I350AM4

FEATURES

Chipset: Intel®1350AM4

PCl Express * 2.1 (5GT / s), operable in x4 slots or
greater to 4 x RJ45, Cat 5e or more

10/100/1000 Mbps

VLAN filtering, PXE remote boot, IPMI pass-through
Os Support: Win 7 / Win 8 / Win 8.1 / Win 10
32/64Bit, Spain DOS, Linux, FreeBSD, Novell
UnixWare / OpenUnix 8

Operating temperature: 0 ~ 55 °C
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ETH-PCIE4-R)J45

SPECIFICATIONS
Chipset

Operating Temp.

RAID niveau

Intel®1350AM4
0 ~55°C

10/100/1000 Mbps

Category-3 or higher for 10BASE-T operation Category-5 or higher for
100BASE-TX operation Category-5e or higher for 1000BASE-T operation

IEEE 802.3/10BASE-T, 100BASE-TX, 1000BASE-T IEEE 802.3z, IEEE 802.3,
IEEE 802.1Q VLANSs, IEEE 802.3x, IEEE 1588, IEEE 802.3az - Energy Efficient
Ethernet (EEE)

Win 7 / Win 8 / Win 8.1 / Win 10 32&64Bit DOS, Linux, FreeBSD, Novell,
UnixWare / O
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