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Fanless 12.1" Panel PC with flat front,  Apollo Lake
1.1GHz Touch Screen  

 FEATURES  

 

12.1”  Industrial  Panel  PC
Intel  Apollo  Lake  N4200  (1.11  GHz)  4  Core,  4
Threads,  CPU  built-in
Onboard  4GB  DDR3L  1603MHz  max.  8GB  (optional)
Flat  front  panel
P-CAP  Touch
​Fanless  Design
IP66  front
2x  GbE  LAN  RJ-45
2x  USB  3.0,  4x  USB  2.0  (optional)
1x  DB9  (RS232/422/485),  1x  DB9  RS232
OS  support:  Windows  embedded  7,  Win7,  Windows
10  IoT
Opt.  4G  LTE/WI-FI/BT  extension
Opt.:  UPS  built-in
Opt.:  Isolated  RS232/485.
DC  9  ~  36V   Power  Supply
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 SPECIFICATIONS
CPU : Onboard  Intel  Apollo  Lake  N4200  (4  Core,  1.1  GHz)

Storage : 1x  2.5"  SATA  HDD  bay  for  SATA3  HDD

USB : 4x  USB  2.0  type  A(TB-528U4)

Operating  Temp. : 0-50C

Ethernet : 2x  GbE  LAN  RJ-45

Forsyning : DC-9~36V

Hukommelse : Onboard  4GB,  Optional  8GB  DDR3L  1600MHz

IP-Tæthed : Ip66  Complient  Front  Bezel

Kontrast : 1500:1

LCD : 12.1"  800x600,  Max.  color  16.2M  ,  450cd/m2

Lyd : 1x  Audio  line  out

Porte : 1x  DB-9  RS-232/422/485  COM1,  RS-232,  DB-9,  COM2
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 SPECIFICATIONS
Strømforbrug : Max.  29W

Synsfelt : 178(H)/178(V)

WiFi/WLAN : OPTION!  Contact  sales

Weight : 2.8Kg

Dimensioner : 319  x  245  x  51.7  mm


