EPC-BT-IP67-ATOM

Full IP67 Fanless Embedded PC with Intel® Atom®
Processor E3845, VGA, 2 GbE LAN, 2 USB, 2 COM and
9 to 36 VDC

FEATURES

1.91 GHz Intel Atom E3845 CPU
Wall mount/VESA mount
1x 204-Pin SO-DIMM DDR3L-1066/1333Mhz, MAX.
8GB
2 x RS232/422/485 (M12)
USB 2.0 (M12)
10/100/1000 Mbps Ethernet Intel i210-IT (M12)
VGA
2.5" HDD drive bay (max. up 9.5 mm height)
MSATA (enabled in BIOS setting)
CFast™
-30°C to +60°C
210 x 366.83 x 83 mm (8.27" x 14.44" x 3.27")
9 to 36 VDC power input (M12)
OS Support: Win 10 loT, WE8S, WES7, Linux
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Intel® Atom™ processor E3845 1.91 GHz

1 x 2.5” HDD drive bay (max. up 9.5 mm height) 1 x mSATA (enabled in
BIOS setting) 1 x CFast™

W.T. SSD/DRAM)
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EPC-BT-IP67-ATOM

SPECIFICATIONS
Ethernet : 2 x 10/100/1000 Mbps Ethernet (Intel® i210-IT, M12)

Forsyning

uftfugtighed

1 x Full-size PCIl Express Mini Card slot (USB + PCI Express signal) 1 x
Half-size PCl Express Mini Card slot (USB + PCI Express signal)

1 x VGA (M12)
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EPC-BT-IP67-ATOM

SPECIFICATIONS
RAM : 1 x 204-pin SO-DIMM DDR3L-1066/1333, up to 8 GB

Dimensioner : 210 x 366.83 x 83 mm (8.27" x 14.44" x 3.27")

Antal Video Udgange :

tal LAN Porte

Antal USB :

Antal Serial
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